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Place the leg in the centre
of the head end of the CS
Carbon Extension Frame.

1 Ensure that the clip is
closed and the leg is � rmly
attached to the frame.

2 If the operating table needs to be raised, raise
using the table hand control and then loosen 
the black lever on the rod to set the new 
height before t ightening the black lever again.
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To adjust the leg: 

CS Carbon Spine Extension- 
Schmitz™

WARNING: If the table needs to be lowered, �r st raise the table to remove any pressure on the leg. Then make sure that the
black lever (�g. 4) is r eleased before lowering the table. Once in the �nal posit ion, t ighten the black lever again.

WARNING: Do NOT remove the leg whilst the patient is in posit ion without �r st raising the table 
to release any tension or weight on the leg. When the suppor t leg has any load bearing, the lev er (�g. 4) m ust not be
released to prevent the patient fr om making a sudden downward movement. The only time the leg doesn’t need t o

be engaged is when you want to manoeuvre the operating table.

As soon as the patient is in the correct posit ion, re-engage the leg with the �oor and ens ure both
the locking handle and length adjustment lever are locked.
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Intended use: The CS Carbon Spine Extension Leg is intended to be used to suppor t and stabilise the
CS Carbon Spine Extension Frame during the procedure.

Ensure the locking
handle is locked and
secured by t ightening
clockwise.
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SWL: 250kg
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